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      AUSFÜHRENDE WERKSTATT:       DATEN: 

STRÖMUNGSVERHALTEN 

Vergleich Ladeluftkühler
1.: Serienladeluftkühler Golf 7R
2.: PRO-CHIPTUNING HF-Ladeluftkühler

PRO-CHIPTUNING.COM

Albert-Einstein-Straße 17

23701 Eutin

Telefon: 0179/4313664


Serienladeluftkühler Golf 7R
0"=9.36 CFM

1"=17 CFM

2"=30 CFM

3"=51 CFM

4"=70 CFM

5"=85 CFM

6"=98 CFM

7"=108 CFM

8"=119 CFM

9"=128 CFM

10"=138 CFM

11"=144 CFM

12"=149 CFM

13"=154 CFM

14"=160 CFM

15"=164 CFM

16"=170 CFM

17"=175 CFM

18"=182 CFM

19"=191 CFM

20"=201 CFM

21"=208 CFM

22"=214 CFM

23"=221 CFM

24"=228 CFM

25"=236 CFM

26"=242 CFM

27"=244 CFM

28"=245 CFM

PRO-CHIPTUNING PRO-MQB-LLK
0"=15 CFM

1"=28 CFM

2"=44 CFM

3"=68 CFM

4"=87 CFM

5"=100 CFM

6"=113 CFM

7"=127 CFM

8"=141 CFM

9"=153 CFM

10"=164 CFM

11"=171 CFM

12"=180 CFM

13"=191 CFM

14"=202 CFM

15"=212 CFM

16"=222 CFM

17"=229 CFM

18"=241 CFM

19"=254 CFM

20"=264 CFM

21"=273 CFM

22"=283 CFM

23"=290 CFM

24"=301 CFM

25"=308 CFM

26"=311 CFM

27"=313 CFM

28"=315 CFM
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